


E | Adjusting INS-1 position

Change the height and/or positioning of the INS-1 multi-joint document
camera to capture a wide variety of objects.

r Height 31cm
for Max. working
(28cmx 37.4cm)

28cm i .
Note : Use two coins to tighten the

screws if the arm is loose.

@ 37.4cm

I |Anti-g|are

Eliminate glare from glossy surfaces (e.g., magazine pages) by overlaying the
anti-glare sheet.

F | Adjusting focus
The Auto Focus button automatically
adjusts to optimal focus one time.

G | Adjusting brightness

Adjust brightness levels up or down

@ e with the Brightness button.
Press these two buttons at the same
+ _ time to change the image orientation
when capturing images for a live show.

H | Supplemental illumination
Turn on the LED lamp to improve image
quality in dark environments.

j | Connecting a microscope(advanced operation)

Connect your INS-1 to a microscope to project microscopic objects on a big screen.

1. Adjust the microscope and focus on the desired object.
2. Choose an appropriate microscope adapter.

Microscope adapter accessories are applicable to 328mm ,@31mm, @33mm,
and @#34mm eyepieces.

@33mm @31mm @28mm
?34mm

3. Mount the microscope adapter to the lens.

Y
4. Connect the lens with microscope adapter to the microscope. =

@ For more advanced operation , please visit our official site at www.inswan.com.



